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1.  Moun t  the valve body to the mounting bracket with 

#8 machine screws.  Mount the bracket and valve to 
the mounting panel in the pre-drilled holes using the 
two screws provided.  If there is interference between 
the valve body and supply shutoffs, the valve can be 
located lower on the panel, or moved left or right, but 
keep clearance for the slide mechanisms and traps 
and waste piping.  If the valve is mounted lower on 
the panel, longer supply hoses to the fixture may be 
needed.  Two 12” flex hoses are included to connect 
to the supply valves, rigid supply tubing between 
valve and supplies is permissible. 

Mixing Valve Mounted    . 
 

2. Connect the provided flexible Water Supply Lines 
to both the faucet and the water supply shutoffs. 
Use care and good judgment when installing the 
flexible lines so they are free and unobstructed 
when traveling with the elevating shampoo bowl. 

 
3. If there are no pre-drilled holes in 

your panel, mount the mixing valve 
in the area as shown to the right. 
Other mounting locations may be 
acceptable, with longer flex supply 
lines, be aware of the locations of 
the moving backsplash and shroud 
when determining a location. 

 
Kit Contains:  
 
(1) ASSE 1070 listed mixing valve 
 UPC listed, file 4821 
 
(1) Mixing valve bracket 
 
(2 each) #8 wood screws and machine 
screws 
 
(2) 3/8” compression x 3/8” compression x 
12” flexible supply hoses
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